














VAT Reg No. 199 0987 92. Registered in England No. 88368
Registered Office: Market Place, Henley-on-Thames

Stuart Turner Ltd. reserves the right to amend prices 
or change products without notification.
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Twin Pumps Single Pumps
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Whole house – Low pressure fittings
                      – Up to 2 bathrooms     

(x2)


(x2)

Whole house – High pressure fittings
                      – Up to 3 bathrooms       

(x2)

Whole house – High pressure fittings
                      – Up to 3 bathrooms
                      – Large shower systems  
                        with multiple outlets

     
(x2)

Bathroom only – Low pressure fittings     
(x2)


(x2)

Bathroom only – High pressure fittings     
(x2)

Standard bath-shower / shower 
– Low pressure fittings     

(x2)


(x2)

Standard bath-shower / shower 
– High pressure fittings     

(x2)

Boost hot water pressure to blend with  
mains cold water (mixer taps or shower)  

Boost hot or cold water to individual taps     

Boost tank fed cold water supply  
to electric showers  

Boost hot & cold water supplies  
to apartments – Low pressure fittings    

(x2)


(x2)

Boost hot & cold water supplies  
to apartments – High pressure fittings  

(x2)

Boost water supply to combination boiler 
or unvented stored hot water system  

Boost water supply to unvented stored  
hot water system

See Monsoon Extra product guide or contact the  
Stuart Turner Pump Assist Team

Stuart Turner Ltd.
Market Place
Henley-on-Thames
Oxfordshire RG9 2AD
England

Telephone: +44 (0) 1491 572655
Fax: +44 (0) 1491 573704
Email: pumps@stuart-turner.co.uk
Web: www.stuart-turner.co.uk

When boosting a domestic water supply, a host of factors must always be considered. Children or the elderly may require 
improved flow without the extremes of pressure, while the more young at heart will be looking for increased flow and pressure 
for high performance showers and taps.

The market offers fittings that fall into two basic categories. Low pressure fittings are designed to operate on gravity fed systems, 
and fitting a medium pressure pump will really bring the application alive. High pressure fittings on the other hand require a greater 
performance to operate effectively and installing a high pressure pump will transform the fittings performance to the ultimate experience. 

The chart below explains the options for both low and high pressure fittings and how, by using either a medium or high pressure 
pump, their performance can be more exhilarating.

Remember, further help and advice is 
available from Stuart Turner’s Pump Assist 
helpline on: 01491 572655 

N.B. All pumps must be installed via a cold water storage cistern. They must 
not be connected directly to the mains. Information is given as a guide only.  
A number of other system factors may need to be taken into consideration.

Monsoon Application Guide

MONSOON LEGEND

BathroomHome Bath Shower Tap


